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v" DIN-Rail 30mm Installation

v" Short circuit Protection

v" Over Voltage/Current Protection Preliminary Datasheet

v LED indicator

v" Adjustable Output

All specifications typical at Ta=25°C. nominal input voltage and full load unless otherwise specified

Input Specifications Output Specifications

Voltage Range 88 — 264 VAC Voltage adjustment range 15/30 Watt: £10%, typ
125 - 370 VDC = 50Watt: -10% to +20%

Frequency 47 — 63 Hz Line regulation (per 1% Vin change) 1%

PowerFactor 0.93 - 0.98 (= 180wW) Load regulation +1%

Inrush Current (@230VAcC) 40 A (15-180 W) Ripple (20 MHz bandwidth) 120 mV pk-pk

I ) Hold On Time (@ 115v) 20 mS
Turn On Delay Time (@115V) 0.56 sec

3.6 sec (=180 W)

General Specifications Environment / Physical Specifications
Efficiency Up to 92% (See table) Operation Temp. _25°C to 70°C
Withstand Voltage 3000vDC (vo) Storage -40°C to 85°C
2000VDG (vFe) Cooling (10mm distance required) Nature / Free Air
500VDC (0/FG) . .
Case Material Plastic
Over Current 110-150% Hiccup (automatic recovery) i
Plastic/Metal (= sowatt)
QOver Voltage 110-150% Hiccup (automatic recovery)
Short Circuit Hiccup (automatic recovery) EMC Specifications
Humidity (rel.) 20% - 95% EMC EN55011*/EN55022 Class B
MTBF (230Vin, full load, 25°) > 200.000 hrs THD* EN61000-3-2 Class A

Safety Standard CE *only for 50Watt and up

DIN-Rail Series — PDRxx-yyE — Single Output — DIN-Rail - Plastic Case
Specification can change without a notice — We accept no liability for any inaccuracy or printing errors.
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SINGLE OUTPUT
PDR15-5E F 15 0.45 03 i EEEEEERESE RN 22.5x95x 108
PDR15-12E " 15 0.45 ga [° 12 2 T Wy 22.5x95x 108
PDR15-24E F 15 0.45 alEl e 065 ¥ 79 22.5x95x108
PDR30-12E " 30 0.9 06 © 12 25 | &4 36x95x108
PDR30-24E F 30 0.9 06 7 24 1.3 ¥ 84 36x95x108
PDR50-24E 50 T 1 06 © 24 22 © 88 30x130x125
PDR50-48E F50 % A1 06 T 48 1.1 ¥ 88 30x130x125
PDR70-24E " 70 1.5 7 A S 24 |3 " 88 33x130x125
PDR70-48E F 70 15 ¥ 1 ¥ 48 15 ¥ 89 33x130x125
PDR120-24E C 120 ) 2 A " 24 T 5 " 87 40x130x125
PDR120-48E o0 o S 25 ¥ 88 40x130x125
PDR180-24E " 180 2.4 1.4 7 24 75 T 90 50x130x125
PDR180-48E ¥ 180 2.4 1.4 ¥ 48 38 7 92 50x130x125
PDR240-24E " 240 25 " 125 F 24 T 40 T 90 60x130x125
PDR240-48E F 240 25 ¥ 125 F 48 F 5 F 9o 60x130x125

If you need other specifications, please enguire.

Sample Pictures
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Version 15W Version 180W
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